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A COMPLETE GUIDE TO WATCH CARE AND MAINTENANCE 
 

 
1 - WATCH REVISION 
 
The mechanism of a watch, manual or automatic, is composed of many gears, wheels and levers that 
are always moving and in contact with each other. To prevent these mechanical parts from wearing 
out over time and to always have the watch in perfect working order, the mechanical parts must 
always be well cleaned and properly lubricated. In fact, over the years the oils degrade, and friction 
can lead to wear on the mechanical parts, producing harmful micro-powders that dirty and damage 
the functioning of the watch. Furthermore, the wear of the most stressed mechanical parts 
sometimes makes it necessary to replace them, with non-negligible costs. 
 
WHEN TO REVISE YOUR WATCH 
 
A new watch that is thoroughly revised on a regular basis has an unlimited lifespan. The optimal 
frequency of the complete revision is every 5-6 years, regardless of whether the watch is used daily or 
not. Furthermore, in our laboratory the quotation is precise, written and free of charge. On the other 
hand, a watch that is used daily for 5 years is comparable to a car that has done 300.000 km. Of 
course, well before 300.000 km, we subject our cars to maintenance, changing the filters and oils. 
Even for watches that have not been used for a long period (5-6 years and over) it is necessary to 
periodically have them checked because, as explained above, over the years the oils degrade until 
they lose some or all of their lubricating properties. Extending the revision time in respect to the 
recommended 5-6 years increases the possibility that, in the long run, there will be wear such as to 
require the replacement of some parts of the movement with non-negligible costs. 
 
2 - THE WATER RESISTENCE OF A WATCH 
 

 
 
Table’s source: Assorologi 
 
PAY ATTENTION to the words "water resistant" 30 meters (3 atm or 3 bar): THESE WATCHES DO NOT 
ALLOW YOU TO DO WATER ACTIVITIES. However, even for "water resistant" watches 50 meters (5 atm 
or 5 bar) I would not recommend water activity, even if the table indicates otherwise. Only with 
watches waterproof up to 100 meters (10 atm or 10 bar) it is possible to do water activities without 
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problems. While for deep diving activities a watch waterproof to 200 meters (20 atm or 20 bar) or 
more is required. 
 
Waterproof maintenance: 
To ensure perfect waterproofing, the waterproofing test must be carried out once a year, preferably 
before summer. If necessary, the gaskets will be replaced. It must be remembered that for professional 
use, as for Comex divers, the watch is a fundamental tool and therefore water resistance must be 
100% guaranteed. It must be remembered that most of the time the infiltration of water is caused by 
the winding crown not screwed down properly. So be very careful when closing the screw-down 
winding crown. 
 
Water infiltration in the watch: 
In the event of water infiltration, you will immediately see condensation on the inside of the glass 
and/or small drops of water on the dial. It is necessary to take the watch to a watchmaking workshop 
immediately, especially if it is salt water, which is very corrosive to the parts of the movement. 
Sometimes what happens is that after a few days you no longer see the condensation and you think 
that nothing has happened to the movement. Instead, it is always necessary to take the watch to a 
laboratory as soon as possible to check that there has been no damage to the movement. 
 
3 - WINDING A MANUAL WATCH 
 
Manual winding watches should be wound every 24 hours because they typically last 36 hours, about 
a day and a half. The winding operation must be carried out with the watch in hand and always and 
only turning the winding crown forward about 20 times, until a strong resistance is felt. This means 
that the spring is fully loaded. Typically, the winding is done in the morning, becoming a pleasant 
habit, after taking a shower and getting dressed, we put on our beloved watch. 
 
4 - WINDING AN AUTOMATIC WATCH 
 
The automatic watch requires MANUAL WINDING when it has been stopped and unused for a certain 
period. 
 
HOW TO MANUALLY WIND AN AUTOMATIC WATCH 
In position 1 - CLOSED, gently rotate the crown forward about 15 turns. 
In this way the spring acquires the necessary energy for correct daily operation. 
For watches with a screw-down crown, such as Rolex, the crown must be unscrewed and in position 1 
perform the manual winding. Then the crown must be screwed back. 
The automatic watch works correctly when used for business or leisure activities where there is 
constant movement of the wrist. In this way the automatic mechanism recharges the watch spring and 
allows both normal function during use and nocturnal function when the watch is generally left at 
rest. 
Sometimes it may occur, after a day of work in which we did little movement or after a day of vacation 
in which we were lying on the beach sunbathing, the automatic watch stops during the following night 
hours. 
Nothing to worry about: we simply did not make enough movement during the day to wind the 
mainspring and run the watch during the nighttime hours of inactivity. So, we have to do the manual 
winding explained above. 
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5 - DATE SETTING 
 
The date watch needs to be adjusted when it has been standing still and unused for a certain period. 
On the other hand, when the watch is working and we are on the 30th of a month with 30 days, the 
advice is to let the hands carry on for 1 day or if we are at 28th or 29th February for 3 or 2 days. 
Most of the watches, from the 1970's onwards, have the QUICK DATE CORRECTION system. 
IMPORTANT precaution to observe: DO NOT PERFORM rapid date correction (via crown or correction 
button) BETWEEN 9 AM AND 3 AM (the hands in the upper half of the dial). This is because, if we are 
in the NIGHT BAND, the automatic shutter-date device is already inserted, and the quick fix could 
cause SERIOUS DAMAGE to the date change mechanism. 
 
HOW TO CHANGE THE DATE 
 
The winding crown has three positions: 
1 - CLOSED (near the cash desk). It is used to manually wind the watch, see chapter 3. 
2 - INTERMEDIATE. It is used to change the date quickly. 
3 - OPEN. It is used to move the hands forward and set the time. 
 
 
 
METHOD: 
A - Pull the crown to position 3 - OPEN and advance the hands until the date window clicks (midnight). 
Bring the hands to 6 AM. 
B - Return the crown to position 1 - CLOSED. 
C - Turn the crown to position 2 - INTERMEDIATE and move forward (backwards on some watches) 
until the correct date is obtained. If the date change is push button, press the button several times 
until the correct date is reached. 
D - Return the crown to position 1 - CLOSED. 
E - Bring the crown to position 3 - OPEN and move the hands forward until the exact time of morning 
or afternoon. 
F - Return the crown to position 1 - CLOSED. 
 
IMPORTANT: For watches with a screw-down crown, such as ROLEX, you have to unscrew the crown, 
change the date and then screw the crown back on. 
 
 
This manual may be reproduced by quoting the source. 
 


